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(57) Abstract: The invention relates to a method 
for assisting the driver of a vehicle (10) during 
a driving manoeuvre, such as e.g. a parking or 
positioning manoeuvre. According to said method, 
a reference trajectory (16) for the displacement of 
the vehicle (10) is determined. A steering wheel 
position that is to be applied to guide the vehicle 
along the reference trajectory (16) is indicated to 
the driver during the driving manoeuvre. A steering 
angle deviation between the actual steering angle 
that is applied by the driver and the target steering 
angle corresponding to the required steering wheel 
position is corrected independently of the driver. 

(57) Zusammenfassung: Die Erfindung betrifft 
ein Verfahren zur Unterstutzung des Fahrers eines 
Fahrzeugs (10) bei einem Fahrmanover, wie z.B. 
Park- oder Rangiermanover. Dabei wird eine 
Referenztrajektorie (16) bestimmt, entlang der das 
Fahrzeug (10) bewegt werden soil. Dem Fahrer 
wird wahrend des Fahrmanovers eine einzustel- 
lende, das Fahrzeug entlang der Referenztrajektorie 
(16) steuernde Lenkradstellung angegeben. Eine 
Lcnkwinkclabwcichung zwischcn dem vom Fahrer 
tatsachlich eingestellten Istlenkwinkel und dem 
der angeforderten Lenkradstellung entsprechenden 
Solllenkwinkel Fahrer unabhangig korrigiert wird. 
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